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AMITSUBGSHI

Mitsuboshi Belting Ltd. was established in 1919 as
a manufacturer of industrial belts and through un-
tiring efforts has become one of the leading companies
in the belt industry.

We have always adhered to the motto ,produce
quality and sell quality” in order to earn the trust
of customers. Mitsuboshi‘s high-quality products are
essential to daily life as well as progress of the indus-

try.

We have always maintained strict quality assu-
rance and all of our factories are certified by ISO
9001 and ISO/TS 16949, which is considered to be
the most stringent international standard for quality
management systems. In addition, the most of our fac-
tories are certified by 1SO14001, and we are actively
engaged in development of environmentally-friendly
products.

With the basic management policy, ,to contribute to
society by supplying goods of high performance,
high precision and high quality“ and the corporate phi-
losophy, ,to give attentive consideration to both huma-
nity and nature®, we strive for the prosperous future of
the society.

itsuboshi Belting Ltd wurde 1919 als Herstel-

ler von industriellen Antriebsriemen gegriindet.
Durch unermudlichen Einsatz und kontinuierliche Wei-
terentwicklungen gehdért Mitsuboshi Belting heute zu
den fuhrenden Herstellern von Antriebsriemen.

nserer Prinzip ,produziere Qualitat und verkaufe

Qualtitat“ um das Vertrauen unserer Kunden zu
erhalten. Unsere Produkte wurden unerlasslich fiir das
tagliche Leben und fir den Fortschritt der Industrie.

ufgrund unserer hohen Qualitadtsanspriiche haben

wir unsere inlandischen und ausléandischen Pro-
duktionsstatten nach 1ISO9001 oder ISO/TS 16949
zertifizieren lassen, da diese Zertifikate weltweit als
Qualitatsstandards anerkannt werden. Ebenso wur-
den unsere Hauptwerke in Japan und auch einige im
Ausland zertifiziert nach 1ISO14001, so daB wir uns
heute aktiv auf die Entwicklung von umweltfreund-
lichen Erzeugnissen konzentrieren.

it unserer Firmenphilosophie ,unser Beitrag zur

Gesellschaft ist die Lieferung von Produkten mit
héchster Leistung, héchster Prézision und héchster
Qualitat® und  ,aufmerksame Berlcksichtigung der
Menschheit und Natur®, streben wir eine erfolgreiche
Zukunft der Gesellschaft an.

MBL Antriebstechnik
Deutschland GmbH

HansemannstraBe 63, 41468 Neuss

Germany
TEL. +49 (0) 21 31 /7 40 94 -0
WWW.MITSUBOSHI.DE
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Classical V-belt z-A-B-c-D-F)

____DIN 2215 /|50

The classical V-belt is mostly used worldwide for power transmission.
It is economic and widely available in the market.

This product is available in standard as well as in ,bareback® speci-
fications with a special fabric for reduction of coefficient of friction

for shock load operations.

ﬂﬂﬂﬂﬂﬂ

Der klassische Keilriemen wird fur die Kraftlibertragung weltweit am
Haufigsten verwendet. Das kostenglinstige Design und die leichte Ver-
fligbarkeit erlauben besondere Kosteneinsparungen da keine Bevorrat-
ung im Wartungsfall erforderlich ist. Dieser Antriebsriemen ist neben der
Standardausfihrung auch als Sonderausfihrung erhéltlich. Die soge-
nannte ,Bareback® - Beschichtung zum Beispiel sorgt flir lange Lebens-

dauer bei StoBbelastungen.
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Product information for this type

A8 11 o
(11/32")

11imm
l (7116")

Belt Profile: Z A B C D E
Belt type Wrapped
Availability of multiple type No Yes Yes Yes Yes Yes
Standard according to: DIN 2215/ 1SO4184
Belt material Rubber Natural

Cord Polyester

Cover Cotton / Polyester mixture
Electric conductivity Yes
Temperature range in Celsius -40 ~ +70
Wear resistant *
Heat resistant *
Max. Belt speed (m/s) 30
Belt unit weight (kg/m) 0,05 0,12 0,20 0,30 0,65 1,00
Available size range (inch) 20-93 | 20-360 23-660  37-660 100 -660 140 - 660
Performance indications : Normal * / Good ** / Best ***

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



TRIPLEX (zx-Ax-Bx-cx)

The classical V-belt is mostly used belt worldwide for power transmission.
It is economic and widely available in the market.

The Raw Edge Cogged V-Belt was developed for applications with

small pulley diameters and provides a higher coefficient of friction
against the standard wrapped belts. All sizes of Mitsuboshi V-belts
respectively meet the dimensional requirements as stated in

DIN 2215 /1SO 4184 shown below.

Der klassische Keilriemen wird fiir die Kraftiibertragung weltweit am
Haufigsten verwendet. Das kostenglinstige Design und die leichte Ver-
fligbarkeit erlauben besondere Kosteneinsparungen da keine Bevorrat-
ung im Wartungsfall erforderlich ist. Der flankenoffene klassische Keil-
riemen wurde entwickelt, um kleinere Scheibendurchmesser zu realisieren
und bietet einen héheren Reibwert gegentiber den ummantelten Keilriemen.
Alle Abmessungen der nachfolgenden Mitsuboshi Keilriemen entsprechen

den Abmessungen gemdaB DIN 2215 / ISO 4184. o
17.0mm ‘ Sl
13.0mm (21/32") .
10mm Ll -
14mm
8mm 11mm (9/16")
ZX 6mm w l(11132") (716")
Nt

40° 40
Product information for this type

Belt Profile: ZX AX  BX = CX
Belttype | RawEdge Cogged
Availability of multiple type | No = Yes = Yes = Yes
Belt material Rubber | Chioroprene

Cod ~ Polyester

Cover | Cotton
Electric conductivity Yes
Temperature range ~ inCelsus | -40~490
Wear resistant [ S
Heatresistant | e
Max. Beltspeed | ms) | 3
Beltunitweight ~ kgm) | 006 omn 0,18 | 033
Available sizerange ~ (nch) | 20-50 20-180 25-160  40-270
Performance indications : Normal * / Good ** / Best ***

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



Narrow V-belt (spz- spa-spPB-spc)

The narrow V-belt was developed to transmit a higher torque
in a small assembly area.The thinner top width and the increased
friction surface is suitable to increase the torque ratio.This product
is also available as multiple Type. All sizes of Mitsuboshi V-belts
respectively meet the dimensional requirements as stated in

DIN 7753 /1SO 4184 as shown below.

Der Schmalkeilriemen wurde entwickelt, um die Kraftlibertrag-

ung auch in schmalen Umgebungen effizienter zu gestalten. Die
schmalere Breite des Riemens zusammen mit der vergréBerten
Reibflache erlauben eine héhere Kraftlibertragung. Alle Abmessungen
der nachfolgenden Mitsuboshi Keilriemen entsprechen den Abmessungen
gemaB DIN 7753 /150 4184.

I 22.0mm

| 16.3mm

12.7mm
9.7mm y

SPB SPC

SPZ 1 L SPA 40.0mm 13.0mm

Tl A= AT

Product information for this type

18.0mm

Belt Profile: SPz SPA SPB SPC
Belt type Wrapped
Availability of multipletype |  No | Yes | Yes | Yes
Belt material Rubber Natural

Cord Polyester

Cover Cotton / Polyester mixture
Electric conductivity | Yes ]
Temperature range in Celsius -30 ~ +90

*%*

Wear resistant

*%*

Heat resistant

Max. Belt speed (m/s) 40

Belt unit weight (kg/m) 0,08 0,13 0,21 0,37
Available size range (mm) 487-4500  732-5000 1250-10000 2000-10000
Performance indications : Normal * / Good ** / Best ***

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



Narrow V-belt REC (spzx-spax-spBx-spcx)

The narrow V-belt was developed to transmit a higher torque
in a small assembly area.The thinner top width and the increased
friction surface is suitable to increase the torque ratio. Due to the cogs,
the belt can even also be used on small pulley diameters and allows
high speed applications up to 40 m / seconds. All sizes of Mitsuboshi
V-belts respectively meet the dimensional requirements as stated in
DIN 7753 /1SO 4184 as shown below.

Der Schmalkeilriemen wurde entwickelt, um die Kraftiibertrag-

ung auch in schmalen Umgebungen effizienter zu gestalten. Die
schmalere Breite des Riemens zusammen mit der vergréBerten
Reibflache erlauben eine héhere Kraftliibertragung. Durch die Verzahnung
kann dieser Riemen auch auf kleinen Scheibendurchmessern verwendet
werden und erméglicht Umfangsgeschwindigkeiten bis zu 40 m/ Sekunde.
Alle Abmessungen der nachfolgenden Mitsuboshi Keilriemen entsprechen
den Abmessungen gemaB DIN 7753 / ISO 4184.

12.7mm

22.0mm

16.3mm

9.7mm

9.0

SPZX 8.0 SPAX mm SPBX 13.0mm SPCX 18.0mm
.0mm

—/38° 38° 40° \/ﬁ/

Product information for this type

Belt Profile: SPZX SPAX SPBX SPCX
Belt type | Raw Edge Cogged |
Availability of multiple type | No | No = No | | No
Belt material Rubber Chloroprene

Cord Polyester

Cover Cotton
Electric conductivity Yes
Temperature range in Celsius 30 ~ +90
Wear resistant e
Heat resistant L.
Max. Belt speed ms) | 40
Belt unit weight kgm) | 008 | o1 021 | 036
Available size range (mm) | 487-4500  732-5000  1250-9000 2000-10000
Performance indications : Normal * / Good ** / Best ***

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



MAXSTAR POWER Narrow SPZ - SPA - SPB - SPC)

The MAXSTAR POWER was especially developed for heavy duty app-
lications, where high torques have to be transmitted. By using a special
chloroprene rubber mixture together with a polyester cord and a special
cover fabric, we succeeded to increase the performance level by more

than 50 % against the standard specification.

Popular applications: Agricultural Machinery, Crushers, Crackers,
Shredders, Mixing Machines etc.

This high performance belts allows an efficient cost saving by fewer

< i O
belts,narrower pulley / drive design and increase of the durability at - TUBE, e PO
the same time. All sizes of Mitsuboshi V-belts respectively meet the —

dimensional requirements as stated in DIN 7753 /1SO 4184 as shown below.

Der MAXSTAR POWER wurde speziell fir Anwendungen entwickelt, bei denen hohe Kréfte libertragen werden
mussen. Bestehend aus einer Sonder - Chloroprene Mischung, Polyester Zugstrdngen und einer Sonderbeschicht-
ung, konnten wir das Leistungsniveau um mehr als 50 Prozent gegentiber der Standardausflihrung anheben.

Anwendungsbereiche: Landwirtschaft, Hackschnitzel-Anlagen, Shredder-Anlagen ...etc.

Dieser Hochleistungs-Riemen erlaubt deutliche Kosteneinsparungen durch Reduzierung der Keilriemen, schmalere
Riemenscheiben sowie Kosteneinsparungen im gesamten Antriebssystem wéahrend die Lebensdauer der Antriebs-
riemen noch erhéht werden konnte. Alle Abmessungen der nachfolgenden Mitsuboshi Keilriemen entsprechen den
Abmessungen gemdB DIN 7753 /1SO 4184.

12.7mm

| 16.3mm | 22.0mm

9.7mm

10.0 SPC
SPZ SPA i 18.0mm

s 13.0mm

8.0mm

) 38° ‘§§: 40° \;ﬁ/

Product information for this type

Belt Profile: SPZ SPA SPB SPC
Belt type Wrapped
Availability of multiple type | | No @ No | Yes | Yes
Belt material Rubber | | Chloroprene |
Cord Polyester
Cover Cotton / Polyester mixture
Electric conductivity Yes
Temperature range in Celsius -30 ~ +90
Wear resistant ik
Heat resistant i
Max. Belt speed (m/s) 40
Belt unit weight (kg/m) 0,08 013 0,21 0,37
Available size range (mm) 487-4500 732-5000 1250-10000 2000-10000
Performance indications : Normal * / Good ** / Best ***

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



MAXSTAR POWER (HA - HB muttiple type)

MAXSTAR POWER multiple belts were developed to satisfy the special require-
ments for agricultural machinery like harvesters and combines.

This belt is available in three different quality levels:

natural rubber with polyester cord or with chloroprene rubber using either
aramid-cord or polyester cord.

Der MAXSTAR POWER multi Riemen wurde entwickelt, um die besonderen An-
forderungen von Landmaschinen wie zum Beispiel Maishackslern oder Mah-
dreschern gerecht zu werden.

Dieser Riemen steht Ihnen in drei Ausfuhrungen zur Verflgung:

Naturgummi mit Polyester-Zugstrangen, einer Chloropren-Gummimischung mit
wahlweise Aramid-Zugstrangen oder auch Polyester-Zugstrangen.

Product information for this type

Belt Profile: A/HA B/HB HB ~ HBK
Belt type Wrapped Wrapped ' MITSUBOSHI multiple type
Belt material Rubber Natural Chloroprene V-belts are made up of two or more
cord Polyester Polyester i Aramid Sﬁﬂd a;rd V-belr:s con_netﬁted_tct)gether
: at the top as shown in the picture.

. . Cover Cotton /PonMlx Cotton / Polyester mixture No special pulleys are needed,
Electric conductivity Yes Yes as the individual belts have the same
Temperature range in Celsius -40 ~ +70 -30 ~ +90 cross section and spacing as those
Wear resistant * B which operate on standard pulleys.
Hoat rosistant ¥ ¥ The to_p bacltdngt; o1_‘t:1hteh batlnd dfotis not
........................................................................................................................................................ come In contact wi etopo e
Max. Belt speed i 30 b pulleys, so each multiple belt
Available size range (mm) on request / auf Anfrage prod uces the same Wedge effect as a
Performance indications : Normal * / Good ** / Best *** single belt.

MITSUBOSHI multi Keilriemen werden durch zwei oder mehrere Keilriemen hergestellt, die mittels einer Beschichtung
auf der Aussenseite verbunden sind. Diese Riemen kénnen auf der Standard-Riemenscheibe verwendet werden. Die AuBen-
beschichtung wird nicht in Kontakt zu der Riemenscheibe kommen, sodaf es nicht zu einer Verklemmung kommen kann.

Reariid Card o V-belts can meet drive requirements in most applications.
Polyester Cord However, under certain operating conditions, belt whipping or vibration

may become a critical problem, causing belts to come off the
Chloroprene Rubber  4yive.

or Natural Rubber

Cotton / Polyester mixture

Possible causes include the following:

1)Load vibration occurs periodically either on the driver side or driven unit,
2)There is excessively large load vibration or shock load,

3) Long span.

Belt vibration occurs laterally, as well as vertically. Under these conditions single matched sets of belts will
be out of alignment in entering the pulley and will be damaged, turned over or thrown off the drive. Multiple
type V-belts are recommended for use under these conditions as they can stand lateral stress, and belt
vibration is virtually eliminated, resulting in longer belt life expectancy.

In den meisten Anwendungen kénnen die Anforderungen mit Keilriemen realisiert werden. Jedoch kénnen unter gewissen Umstanden,
Vibrationen oder Schlage in dem Antriebsriemen zu kritischen Problemen flhren, sodaB die Gefahr des Austretens aus der Riemen-
scheibe oder die Zerstérung des Riemens besteht.

Mégliche Grunde hierflr sind:

1)Last Vibrationen, die Zeitweise auf der Antriebs-/ Abtriebsseite entstehen, 2) Intensive StoBbelastungen, 3) Lange Achsabsténde
Riemen Vibrationen kénnen in Langs- und Querrichtung entstehen. Unter diesen Bedingungen wulrden standard Keilriemen leicht aus-
geworfen oder zerstért werden. Multi (banded) Keilriemen werden fUr solche Einsatzfalle empfohlen, da die Vibrationen deutlich und
auch sichtbar reduziert werden kénnen. Hieraus resultiert eine deutliche Erhéhung der Lebensdauer.

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



MAXSTAR SUPER WEDGE Il svk - svk)

The MAXSTAR SUPER WEDGE Il is one of our latest development
for heavy - duty applications, where high torques have to be transmitted
and shock loads can occure easily. By using a special chloroprene rub-
ber mixture together with an aramid cord and a special cover fabric, we
succeeded to develop the strongest belt for applications like Crushers
and Shredders.

The special fabric allows a slippage during the shock loads and avoid
further damages in the complete power train. Together with our unique
production process for banded belts, the durability of our belts are
matchless on the market. The arched-top belts grants you a sustainable
success for your applications.

Der MAXSTAR SUPER WEDGE Il ist eine unserer neuesten Entwicklungen flir Heavyduty Anwendungen, in denen hohe
Drehmomente Ubertragen werden sollen, auch wenn es zu Lastspitzen kommen kann. Bestehend aus einer Sonder -
Chloroprene Mischung, Aramid Zugstrangen und einer Sonderbeschichtung der Laufflache, konnten wir den leistungs-
starksten Antriebsriemen auf den Markt bringen, um kritische Anwendungen,

wie zum Beispiel: Holzhackmaschinen,
Steinbrecher-Anlagen oder
Shredder-Systeme bedienen zu kénnen.

Zusammen mit unserem einzigartigen Produktionsverfahren, mit der

kurven-férmigen Ricken-Bindung der Antriebsriemen, kann dieser
Riemen lhnen einen nachhaltigen Erfolg mit hoher Lebensdauer generieren.

Product information for this type

Belt Profile: 5VK 8VK
Belttype | Wfébﬁéd """"""""""""""""""""""""""""""""""""""""""""""
Availability of multiple type* Yes ~ Yes
Belt material Rubber Chloroprene |

Cord Aramid

Cover Cotton / Polyester mixture (Bareback)
Electric conductivity Yes
Temperature range in Celsius -30 ~ +90
Wear resistant g
Heat resistant e
Max. Belt speed (m/s) 40
Belt unit weight (kg/m) 0,23 0,60
Available size range (inch x 10) 630 - 3550 1000 - 6600
Performance indications : Normal * / Good ** / Best ***

* Please contact us for single type.

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE
10



MAXSTAR WEDGE @v-5v-sy

The MAXSTAR Wedge was developed, to provide the same
advantages like the MAXSTAR Narrow, but based on the RMA
standard.

The thinner top width and the increased friction surface allows

a higher torque transmission against the standard V-belt.

All sizes of Mitsuboshi V-belts respectively meet the dimensional
requirements as stated in ARPM / RMA IP-22 as shown below.

Der MAXSTAR Wedge wurde entwickelt, um die Vorteile des
MAXSTAR Narrow auch im RMA Standard anbieten zu kénnen.
Die schmalere Breite des Riemens zusammen mit der ver-
gréBerten Reibflache erlauben eine héhere Kraftibertragung.
Alle Abmessungen der nachfolgenden Mitsuboshi Keilriemen
entsprechen den Abmessungen gemaB ARPM / RMA 1P-22.

25.5mm
("

e 9.5mm
’ (3/8") "'

: :
8.0mm
(516"

e

Product information for this type

Belt Profile: 3V 5V 8V
Belt type | Wrapped |
Availability of multiple type | Yes Yes | Yes
Belt material Rubber Chloroprene

Cord Polyester

Cover Cotton / Polyester mixture
Electric conductivity Yes
Temperature range in Celsius -30 ~ +90
Wear resistant *x
Heat resistant e
Max. Belt speed (m/s) 40
Beltunitweight ~ (kam) | 008 023 = 060
Available size range ~~ (inchx10) | 250-1400  500-3550 | 1000 -6000
Performance indications : Normal * / Good ** / Best *** I ‘

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE
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New Orange (A-1B-Lc)

profiles A/ B/ C.

By using chloroprene rubber, polyester cord and a special fabric,

The MITSUBOSHI Standard - Profiles LA - LB - LC are especially
developed for agricultural and gardening machinery. Due to the thinner
shape profile, this type of belts allows higher shock load, reverse bending,
high temperature and smaller pulley diameter than the classical V-belt

this belt became very famous for this kind of applications.

Das MITSUBOSHI Standard - Profil LA - LB - LC wurde speziell fur die
Anforderungen der Landwirtschaft und Kommunaltechnik entwickelt.

Aufgrund der geringeren Aufbauhéhe kénnen diese Riemen wesentlich
effizienter StoBbelastungen, Reversierbetriebe und hohe Umgebungs-

maglich ist.

SUBGSHI

temperaturen ertragen und erlauben gleichzeitig sowohl eine erhéhte | LA | 1B | LC
Flexibilitat als auch die Verwendung von kleineren Riemenscheiben- 1;:2 e 13:2 - f;;; -
durchmesser, als es bei den klassischen Keilriemen ProfilA/B/C 40.0° 40.0° 40.0°
Durch die Verwendung von einer Sonder - Chloroprene Mischung,
Polyester Zugstrangen und einer Sonderbeschichtung, hat sich
dieser Antriebsriemen immer weiter auf diesem Markt durchgesetzt.

Product information for this type

Belt Profile: LA LB LC

Belt type Wrapped

Availability of multipetype |  No No No

Belt material Rubber Chioroprene

Cord Polyester
Cover Cotton / Polyester mixture

Electric conductivity Yes

Temperature range in Celsius -30 ~ +90

Wear resistant -

Heat resistant -

Max. Belt speed (m/s) 25

Belt unit weight (kg/m) 0,12 020 0,30

Available size range ©Ginch) | 20-370 20-660 | 35-660

Performance indications : Normal * / Good ** / Best ***

12

How to convert from DIN to MITSUBOSHI Standard?

DIN2215  MBL up to 120" over 120"
Profile

A LA A=LA-1,0"| A=LA-0,5"
C LC C=LC-1,5" | C=LC-1,0"

The following data should help you to convert the LA/LB/LC -
Profiles to the DIN Standard. For safety reason you are at any
time requested to ask us for our design calculation and recom-
mendation. Therefore, please use the questionaire which you
can find on the last pages of this leaflet.

Die folgenden Daten sollen lhnen helfen, die Profile LA/LB /LC
auf den DIN - Standard umzurechnen. Zu lhrer Sicherheit bitten wir
Sie, uns nach unserer Anwendungsberechnung zu fragen. Hierflr
beachten Sie bitte den Projekt - Fragebogen auf den letzten Seiten.

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE



SUPER AG-X (LA-LB-Lo)

Based on several application and the large success of the New Orange
Belt, we have been requested to develop a higher graduated V-belt, which
is suitable for severe environmental conditions. The newest design for

LA /LB /LC Profile includes a chloroprene rubber mixture with short fiber,

aramid cords and a special outer fabric.

This belt is suitable for high performance applications and provides signi-
ficant advantages for low temperatures for applications like snow blowers.
The SUPER AG-X can be used in environmental conditions up to -30° C.

Basierend auf eine Vielzahl an Anwendungen und den groBen Erfolg, den
wir mit dem New Orange - Antriebsriemen erzielen konnten, wurden wir beauftragt, einen hdherwertigen Antriebsriemen

zu entwickeln, der auch bei schwierigen Umwelteinflissen eingesetzt werden kann. Die neueste Entwicklung des LA /

LB / LC Profil verwendet eine Sonder - Chloroprene Mischung mit Faser-Beimengung, Aramid Zugstréange und eine

Sonderbeschichtung der Laufflache.

Dieser Riemen wurde fur Hochleistungs- =™ «—f Unit | LA | LB | LC
Anwendungen entwickelt und bietet excellente T ™ 125mm| 165mm| 21.7 mm
Tieftemperatur-Eigenschaften, wie zum Beispiel HoH | 82mm| 93mm| 40.9mm
bei Schneefrasen. =L Angle N . e
Der SUPER AG-X kann im Tieftemperaturbereich
von -30° C eingesetzt werden.
Product information for this type
Belt Profile: LA LB LC
Belttype = |  Wrapped
Availability of multipletype [ No | No | No
Belt material Rubber Chloroprene with short fiber

Cord Aramid (Thicker type)

Cover | Cotton / Polyester mixture (special treatment)
Electric conductivity Yes
Temperature range in Celsius -30 ~ +90
Wear resistant w-
Heatresistant [ e
Max. Belt spee (m/s) 25
Belt unit weight kgm) | 012 020 0,35
Available sizerange ~ (nch) | 20-370 = 20-660 | 35-660 |

Performance indications :

Normal * / Good ** / Best ***

For safety reason you are at any time requested to ask us for our
design calculation and recommendation. Therefore, please use the
questionaire which you can find on the last pages of this leaflet.

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.

Zu lhrer Sicherheit bitten wir Sie, uns nach unserer Anwendungs-

berechnung zu fragen. Hierfiir beachten Sie bitte den Projekt -
Fragebogen auf den letzten Seiten.

FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.
WWW.MITSUBOSHI.DE
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Super KB @ik - 41k - 5LK)

This belts are mainly used for light duty applications, for instance
gardening machinery as lawnmower small chopper applications.

The special outer covering is suitable for backside idler usage

and allows together with the aramid cord and chloroprene rubber

a very good transmission performance. This belt can resist against
environmental impacts like : heat, high humidity, oil and fruit acids, as
compared to our standard belts.

Dieser Riemen wird gerne im Bereich der Gartengeréate oder
Hécksler-Anwendungen eingesetzt. Die riickseitig verklebte Um-
mantelung erlaubt die Verwendung von Spannrollen und erreicht
zusammen mit den Aramid-Zugstrdngen und dem Chloropren-
Gummimischung eine duBerst hohe Kraftlibertragung, auch
wenn negative Faktoren, wie Hitze, Luftfeuchtigkeit, Oil und

Séuren bertcksichtigt werden mussen. e T 0
|_. ™ ¢_| Type Inch mm Inch mm
3 3LK 3/8 9.5 7/32 5.5
4LK 1/2 12.7 5/16 7.9
5LK 21/32 16.5 3/8 9.5
Product information for this type
Belt Profile: 3LK  4LK 5LK
Belttype " Wrapped
Availability of multipletype |  No | No No
Belt material Rubber Chioroprene
Cord Aramid
‘Cover Cotton (Bareback)y
Electric conductivity Yes
Temperature range in Celsius -30 ~ +90
Wear resistant o
Heat resistant =
Max. Belt speed (m/s) 25
Belt unit weight (kg/m) 0,12 0,20 0,35
Available size range (inch) 20-76 20-99 20-99
Performance indications : Normal * / Good ** / Best *** . ’

Minimum Pulley Diameter for Super KB

Min. recommended Min. allowable
Belt Type pulley diameter pulley diameter
Outer Dia. Pitch Dia. Outer Dia. Pitch Dia.
3LK 79 70 59 50
4LK 101 90 81 70
5LK 129 115 109 95

WWW.MITSUBOSHI.DE
14



Hexagonal V-belt (aa-Bs-cc)

This belt is recommended for serpentine drives where the power
must be transmitted by both sides of the belt.

This belt convinces with an excellent flexibility in both directions.
A very famous belt for riding lawnmowers. All sizes of Mitsuboshi
V-belts respectively meet the dimensional requirements as stated

in DIN 7722 / 1SO 5289 as shown below.

Dieser Antriebsriemen wird flir schmale und kurvenreiche
Antriebe empfohlen, wo die Kraft auf beiden Seiten des Riemens

Ubertragen werden muss.
Ein beliebter Antriebsriemen fr zum Beispiel
Aufsitz - Rasenmaher. Alle Abmessungen der

Dimension of Hexagonal V-Belt

nachfolgenden Mitsuboshi Keilriemen ent- \ | Section AA BB cc
sprechen den Abmessungen geman I/{/////////////////////’ Belt width b (mm) 125 15.5 22,0
DIN 7722 /1SO 5289. 1l B;gl:‘:;gg]r:; r; gnzn)n) 1260 1360 1:60
Belt angle a2 (°) 40 40 40
e | m | m | =0
Product information for this type
Belt Profile: AA BB CcC
Belttype | Wrapped
Availability of multiple type No No No
Belt matetial Rubber | Naturad
Cord Polyester
Cover |  Cotton/Polyester mixture
Electric conductivity | Yes T
Temperaturerange ~ inCelsius |  -40 ~ +90 -
Wear resistant ®
Heatresistant | & T
Max. Belt speed o me) 5
Belt unitweigt ~ (kem) | - i - e
Available size range nch) | 51-500 . 55-500 79-560
Performance indications : Normal * / Good ** / Best ***

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE
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Converting Table

____Umrechnungstabelle
IProﬁIe cross section [datum width  (Belt length / Riemenlinge Recommended min.
(W XH) Reference Outer length  |Datum length  |Inner length Pulley diameter (mm)
Profil Querschnitt Richtbreite bd |Nennlange Aussenl. La Richtl. Ld Innenl. Li Empf. Scheibendurchm. e
(in mm) (in mm) (in mm) (in mm) (in mm) (in mm)

|Narrow V-Belt / Schmalkeilriemen

SPzZ 9,7x8 8,50 la=Lld+13 Li=Lld-38 63 0,08
SPA 12,7x10 11,00 la=Lld+18 Li=Ld-45 90 0,13
SPB 16,3x13 14,00 - la=Ld+22 Li=Ld-60 - 140 0,21
SPC 22,0x18 19,00 lazLd+30 Li=Lld-83 224 0,37
|Maxstar WEDGE / Schmalkeilriemen

3V 9,5x8 ld=la-4 Li=la-42 63 0,08
5V 16,0x 13,5 La ld=la-8 Li~Lla-68 Da 140 0,23
8V 25,5x23 Li=la-12 335 0,60
|Narrow V-Belt REC / Schmalkeilriemen - flankenoffen, formgezahnt

SPZX 9,7x8 8,50 lazLld+13 Li=Lld-38 56 0,08
SPAX 12,7x10 11,00 laxLd+18 Li = Ld- 45 71 0,11
SPBX 16,3x13 14,00 N la=Ld+22 Li=Ld- 60 > 112 0,21
SPCX 22,0x18 19,00 la=Ld+30 Li=Ld-83 180 0,36
TRIPLEX / Keilriemen - flankenoffen, formgezahnt

ZX 10,0x6 8,50 La=Li+38 Li~Lld-22 40 0,06
AX 13,0x9 11,00 La = Li+50 Li=Lld-30 63 0,11

Ld Dd

BX 17,0x11 14,00 la=Li+69 Li=Ld-43 90 0,18
X 22,0x14 19,00 La=Li+88 Li=Ld-52 140 0,33
Classical V-Belt / Klassische Keilriemen

z 10,0x6 8,50 La=Li+38 Ld = Li +22 45 0,05
A 13,0x9 11,00 La=Li+50 Ld = Li+30 71 0,12
B 17,0x11 14,00 La=Li+69 Ld = Li +43 112 0,20
c 22,0x14 19,00 i la=Li+88 Ld = Li + 52 E 180 0,30
D 32,0x20 27,00 lazli+126 |ld=Li+75 315 0,65
E 40,0x 25 32,00 La = Li+ 157 Ld = Li + 82 450 1,00

To avoid missunderstandings - we would like to support you to find a suitable alternative for your applications.
Um MiRverstandnisse zu vermeiden beraten wir Sie gerne bei der Suche nach einer Alternative fiir lhre Anwendung.

16
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Variable Speed Belts (rcvs - bevs)

With thanks to several OE customers, MITSUBOSHI became the worldwide
leading company for variable speed belts and is producing several

hundred thousands belts of this technology yearly.

Changes in speed can be accurately, smoothly and quietly transmitted

from low speed up to high speed with high precisions and an excellent
coefficient of efficiency. Our belts provides an excellent heat, oil and

lateral pressure resistance with almost no elongation.

This belts are mainly used for scooter, snow mobiles, agricultural
machinery and other industrial machines.

Dank der vielen Kundenanwendungen, konnte MITSUBOSHI

sich zu dem weltweit flhrenden Hersteller fiir Variator-Riemen

entwickeln, sodaB mittlerweile mehrere hunderttausend dieser

Antriebsriemen jdhrlich hergestellt werden. Die Marktanforderung erfodert es, Geschwindigkeitsénderungen mit
héchster Prézision so leise und exakt wie mdéglich zu tibertragen und dabei einen hohen Wirkungsgrad zu realisieren.
Unsere Variator-Riemen erflillen diese Anforderungen hervorragend und bieten hierbei eine hohe Widerstandskraft
gegen O|, Hitze und Querkréfte. Diese Riemen werden hauptséchlich eingesetzt in der Landwirtschaft, Zweiradtechnik,
Schneemobile und andere Industrieanlagen.

Product information for this type
Belt Profile: RCVS DCVS

Belttype | Raw Edge Cogged . Double Cogged
Availability of multipletypes |  No | No |
Belt material Top Rubber - Chloroprene
Top Fabric |  Cotton -
Rubber |  Chloroprene | Chloroprene
Cod PonesterAram|d ~ Polyester
Bottom Fabric | Nyon
Electric conductivity T . Yes
Temperature rang ' in Celsius 30~49
Wear resistant | T
Heatresistant | e
Max. Belt speed (m/s) 50
Available sizerange  (mm) | 500-3550 = 1000-6000
Performance indications : Normal * / Good ** / Best *** |

(PLEASE CONTACT US FOR DETAIL)

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE
17



CIATOrWE GX con-c1sm

S TRONGES [ VINC

Wherever high torques have to be transmitted, the efficiency of a
timing belt is without competition. Once installed, a timing belt runs
maintenance free and wear free.

The GigaTorque Timing belt belongs to the newest generation, state
of the art by using high tensile-strength carbon cord, abrasion resist-
ant special low friction tooth fabric, high hardness special HNBR
rubber. As a result, the GigaTorque is an eco-friendly alternative for
chain drives, as chain drives have to be checked frequently and re-
placed from time to time.

Against competitor products, the GigaTorque is using even also
HNBR rubber for the tooth profile which increased the durability
for heavy-duty applications significantly without tooth cracks.
Applications like: supercharger of drag racing car as well as cnc
machines are using the GigaTorque - successfully.

Belt tooth pitch 8mm Belt tooth pitch 14mm
Actually, the GigaTorque is the strongest timing belt on the market
and is using the popular GT-Pulley profile.

Kindly note, the GigaTorque is even also available as ,,silicon free* for the painting industries.

Wo auch immer hohe Drehmomente bertragen werden sollen, der Wirkungsgrad von Zahnriemen ist konkurrenzlos.
Einmal in Betrieb genommen, kann ein Zahnriemen praktisch Wartungsfrei eingesetzt werden und arbeitet verschleiBfrei.
Der GigaTorque Zahnriemen gehort zu der neuesten Generation von Zahnriemen und verwendet hochfeste Carbon-
Zugstrange, verschleiBarme Sonderbeschichtung der Zahnung als auch eine hochfeste HNBR - Gummimischung.

Als Resultat ist der GigaTorque die umweltfreundliche Alternative gegentiber einen Kettenantrieb, die regelmaBig ge-
praft und ausgetauscht werden mussen.

Gegentiber Wettbewerbsprodukten verwendet der GigaTorque auch die HNBR-Mischung fiir die Zahnung, weshalb die
Lebensdauer fir Heavyduty - Anwendungen deutlich erhéht werden konnte, ohne Zahnbriiche zu erleiden.
Anwendungen wie zum Beispiel: die Luftansaugbriicken bei drag racing sport oder auch CNC Maschinen nutzen den
GigaTorque erfolgreich.

Aktuell ist der GigaTorque der leistungsstarkste Zahnriemen auf dem Markt und verwendet das verbreitete GT-Profil,
um Anderungen auf der Kundenseite zu vermeiden. Der Riemen ist auch als ,,Silikonfrei“ erhaltlich.

Product information for this type

Belt Profile: G8M G14M 13 22DIY
[ . ~ . S . . . S . . . 20% Increase 0
Belttype - B Rubber timing belt 100 -
Availability of banded (Multi type) No ; No 75
e H'Néﬁ"ﬁﬁ'bﬁé'r' ........................................ 1
Cord Carbon fiber 5 12 s
Cover Special Nylon Fabric o ity [ :
Electric conductivity No S il P bin Giga Torque GX
Temperature range in Celsius -20 ~ +100 0110 NO®
Wear resistant e 100
Heat resistant e % \m‘ﬁ{edumn
Max. Belt speed s | s %
Belt unit weight (9/100cm?) 49 83 70 5
Available size range (mm) 640 - 4480 994 - 4410 60 '
Performance indications : Normal * / Good ** / Best *** pdwfg}w;’:e‘“g;m Giga Torque GX

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE
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SUPER TORQUE (s2m- s3M - s5M - S8M - S14Mm)

The uniquely designed involute curved tooth profile enables the distri-
bution of the load stress uniformly over the entire belt tooth. Innovation

in tooth design and advanced synthetic materials give the SuperTorque
drives exceptional strength and increased power capacity. SuperTorque
timing belts require no lubrication system nor retentioning maintenance,
thus reducing initial and maintenance costs.

This belt is available in various special specification like ,heat resistance,
»2Aramid-Cord“ and ,oil-resistance” specification.

The SuperTorque is even also available as a double timing belt,

when torque have to be transmitted on both sides of the belt.

Die einzigartige, evolventenférmige Verzahnung des Super Torque

ermdglicht eine gleichmaBige Lastverteilung auf die eingreifenden Zahne. Durch die Verwendung von hochwertigen
Materialien erméglicht der SuperTorque eine auBergewdéhnliche Kraftlibertragung und benétigt fir die Verwendung
keinerlei Schmierstoffe oder Wartungsarbeiten nachdem der Zahnriemen in Betrieb genommen wurde. Somit sind
Wartungskosten auszuschlieBen.

Der SuperTorque ist auch in diversen Sonderausflihrungen erhéltlich wie zum Beispiel:

,Hitze-Bestandig®, ,Aramid-Zugstrange*“ oder ,Ol-Bestandig“ sowie auch als Doppel-Zahnriemen, zur beidseitigen
Krafttibertragung.

Sa2Mm (D)S3M (D)S5M (D)S8M (D)S14M
;;j EmEns T EEEEE T EE T
: o - : 3 : = V@ 2 V% o
= 7 " & i '
Belt Tooth Pitch 2mm Belt Tooth Pitch 3mm Belt Tooth Pitch 5mm Belt Tooth Pitch 8mm Belt Tooth Pitch 14mm
Product information for this type
Belt Profile: S2Mm S3M  S5M S8M  S14M
Belttype | Rubber Timing Belt
Ai}ailability of banded (Multi type) No Yes Yes Yes Yes
Belt material Rubber Chloroprene | |
cod | Glass fiber
Fabric Nylon
Electric conductivity | Yes =
Temperature range inCelsiis | -30~+80
Wear resistant | L
Heatresistant |
Max. Belt speed | S 3%
Belt unit weight - Single type ~ (g/t00cm | 13 19 34 52 100
Belt unit weight - Double type (g/100cm2) K g 34 60 10
Available size range (mm) 66-2130 96-2250 225-3090 376 -4400 1008 - 5012
Performance indications : Normal * / Good ** / Best *** | ‘

FOR FURTHER INFORMATION, PLEASE DO NOT HESITATE TO CONTACT OUR SERVICE TEAM.
FUR WEITERFUHRENDE INFORMATIONEN STEHT UNSER SERVICE-TEAM GERN ZUR VEFUGUNG.

WWW.MITSUBOSHI.DE
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Project Questionnaire &MlTSUB@SHlC@

l. Generals:

Customer / Distributor: Endcustomer:

Project - No.: Project-No.:

Date of Issue: Date of Issue:

Person in Charge: Person in Charge:

Function: Function:

Phone - No.: Phone - No.:

email: email:

Il. Applications: |:|Automotive I:IAgricuIture |:|House Equipm. |:|Mobile applications

|:|Scooter & Bike |:|Home Garden |:|Machine builder |:|Specia| / others

(please explain by email)

IIl. Commercial matters & schedules:

Prototyping till: Qty's for prototyping:
Pre-Series: Qty's for pre-series:
Start of Series: Qty's for series / year:
expected life-time: years = pcs

IV. Technical project information / request sheet for design calculation:

IV.l. Requirements

Belt request: |:|frictional belt drive |:|positive belt drive preferred belt:
target lifetime: hours / km

IV.Il. Working conditions
Machine name:

Machine type: DMotor |:|Engine Dothers description:

power (kW): & rpm:

IV.1Il. Load (Torque) / Number of revolutions

Frequency (in %) e.g. 50%

rpm at drive (rpm) e.g. 3.600

rpm at driven  (rpm) e.g. 1.800

Load (kW) / (N*m) e.g. 30

operating time hours / day e.g. 8
IV.IV. Pulley pitch diameter / coordinates
Drive pulley: mm / tooth X: mm Y: mm
Driven pulley: mm / tooth X: mm Y: mm
Idler pulley 1: mm / tooth X: mm Y: mm
Idler pulley 2: mm / tooth X: mm Y: mm
center distance: mm +/- mm

IV.V. other conditions: (with influence to the durability of the belt)

Dshock, Vibration, Quick acceleration, Quick stop, intermittent operation, bending and so on

I:lHigh temp., low temp., oil, water, dust, acid, alkalinity and so on

|_|others:

PLEASE SEND THIS DOCUMENT TO: SUPPORT @MITSUBOSHI.DE
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Safety Precautions

Cd cSdll d e warning
Please take all necessary precautions when using our products. Also, please review relevant product catalog and design documents, etc.

Significances of safety precautions are categorized as follows:

Signs Meanings

A Danger Imminently causing death or severe injury to the user who misuses

products.

A Warning Possibly causing death or severe injury to the user who misuses

products.

A Caution Possibly causing personal injury or property damage if misused.

Application
A D O If you expect that the system will run idle, run free, or stop due to break of the belt, please provide an extra safety device. Otherwise, you
anger will be at high risk for death or serious injuries.
O Do not use a belt as a lifting or towing tool. Otherwise, you will be at high risk for death or serious injuries by fall or collision of lifted
objects due to break of the belt.
"""""""""""" . O Ifyou expect that static electricity will come from the power transmission belt system, set a neutralization apparatus in the system.
A Warmng Otherwise, you might die or suffer serious injuries by fire or malfunction of the controller due to such static electricity.

" O Do not use a belt as an insulator. Otherwise, you might suffer injuries by an electric shock, etc. Contact us for information on insulation
A Caution
o

properties, which vary by belt type.

For a belt that touches food directly, use one that complies with the applicable food hygiene law of your country. Use of belt which does
not comply with the law, might cause health hazard due to transfer of toxic substances such as oil from the belt to foods, to the end
customers who have had the foods.

O Do not modify a belt, or its quality and performance can deteriorate and you might suffer injuries.

Function & Performance

A C aution © Do not use a belt beyond "its capacity" or outside "the scope of application" specified by the catalog and design documents, etc. Such use
can cause premature failure of the belt, and you might suffer injuries.
O Ifwater, oil, chemical, paint, dust, etc. sticks to a belt or pulley, its power transmission could deteriorate and the belt may fail earlier, and
you might suffer injuries.
O Asynchronous (toothed) belt may make louder noise during high-speed rotation. If this occurs, use a sound proof cover.

Storage & Transportation

& O To store a heavy belt, use a suitable jig or stopper to prevent accidents such as belt toppling or tumbling. If a heavy belt toppled or
AWarm ng tumbled, you might die or suffer serious injuries by being caught between the beltandthefioor.
ﬁ Caution O Use suitable equipment to carry/handle a heavy belt or pulley. Otherwise, you may suffer back injury.

O Do not put weight on or bend a belt forcibly to carry or store it. Otherwise, it will produce defects or scratches to the belt, resulting in
damage, and you might suffer injuries.

O store the belt in low humidity and within a temparature range of -10°C to 40°C. Do not expose belts to direct sunlight. Otherwise, you
might have a difficulty in incorporating the belt appropriately into the intended portion due to its contraction or loosening.

Mounting & Operation

A Dan ger O Install a safety cover over any rotating components including belt or pulley. Otherwise, your hair, gloves and clothing can become
entangled in the belt or pulley and you will be at high risk for death or serious injuries. If a belt or pulley breaks, you will be at high risk for
injuries by fragments.
Y S - Make proper adjustment to system in accordance with the parallelism tolerance and degree of eccentricity specified in the relevant catalog
A Caution etc. Misalignment of the pulleys can damage the belt and result in flange failure, and you might suffer injuries.

o
O Do not cut a belt while tension is applied, otherwise the belt may burst out and cause personal injury.
o

Make sure the belt is properly set into the pulley groove before use. Improper application of a belt may cause its premature failure or
personal injury.

O The belt and the pulley may be extremely hot after the operation. Allow them to cool down sufficiently before touch. Otherwise, you may
get burned.

O Apply the appropriate belt tension as specified in the relevant catalog and design documents, etc. Inappropriate tension could result in
damage of the belt and shaft.

O Take the following precautions to modify the pulley in use:
1) Remove burrs and maintain proper pulley angle;
2) Secure accurate dimensions after modification;
3) Maintain the pulley strength after modification.
Otherwise, such non-fulfillment could cause damage of the belt or pulley or you might suffer damages.

O Before assembling the flange with the pulley, make sure there is no foreign material between the pulley and the flange. Fasten the flange
with a caulking tool. The flange may come off when it is not correctly installed.

Maintenance, Checking & Replacement

O Take the following precautions to maintain, inspect and/or replace a belt. Otherwise, you will be at high risk for death or serious injuries by
A Danger being entangled in the belt and/or pulley.

1) Turn off power and wait until the belt and pulley have stopped completely.

2) Secure machinery so that it may not move during belt removal.

3) Make sure that the machine will not unintentionally be turned on during work.

r 3 5 O Use the same type of belts or pulleys as those originally used. Use of a different type may cause premature failure, and you might suffer
A caUtlon injuries.
O Loosen the belt tension when changing belts. Do not force or stretch a belt over the flange. Do not use a screw driver or other sharp
objects when replacing the belt as this might result in damage.
O For the multiple belt drive, always change all belts at the same time. Failure to do so may shorten the service lives of the belts or cause
personal injury.

Handling of used Items
@ Warnin g O Do not burn belt within a closed space, or hazardous gas can be produced, and you might die or suffer serious injuries by toxicosis.

@ C au tiO n O Do not burn belt even in an airy place, or hazardous gas can be produced and you might suffer injuries by toxicosis.
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Slcherheltshmwelse

___Bitte lesen Sie alle Sicher nwel

Ergreifen Sie beim Einsatz unserer Produkte alle erforderlichen SicherheitsmaBnahmen. Beachten Sie auch den jeweiligen Produktkatalog, die
Konstruktionsunterlagen usw.
Die Wichtigkeit der Sicherheitsvorkehrungen ist wie folgt eingestuft:

Symbol Bedeutung
Fihrt bei unsachgemé&Rem Gebrauch zu einer schweren oder gar
A Achtung adli 2 .

todlichen Verletzung.

Kann bei unsachgemaRem Gebrauch zu einer schweren oder gar
A Warnung s .

todlichen Verletzung fihren.

A VorSiCht Kann bei unsacihgeméfien Gebrauch zu Personen- oder

Sachschaden flihren

Einsatz & Anwendung

O Wenn Sie erwarten, dass das System wegen eines kaputten Antriebsriemens im Leerlauf l4uft, frei lauft oder stoppt, ist eine zusétzliche
A AChtu“g Sicherheitsvorrichtung vorzusehen. Anderenfalls besteht ein hohes Risiko eines schweren oder gar tédlichen Unfalls.
O Verwenden Sie einen Antriebsriemen nicht als Hebe- oder Zugmittel. Der Antriebsriemen kénnte reiBen, d. h. es besteht ein hohes Risiko
eines schweren oder gar tédlichen Unfalls durch herunterfallende oder gegeneinander stoBende Gegenstande.
O Wenn Sie erwarten, dass vom Antriebsriemen der Kraftibertragung statische Elektrizitdt kommt, sollte ein Neutralisationsgerat eingesetzt
A Warnung werden. Anderenfalls besteht die Gefahr eines schweren oder gar tédlichen Unfalls durch Feuer oder eine Funktionsstérung des
Steuerungsgerats aufgrund dieser statischen Elektrizitat.
M O Verwenden Sie einen Antriebsriemen nicht als Isolator. Anderenfalls besteht Verletzungsgefahr durch einen elektrischen Schlag usw. Fur
A Vorsicht Informationen zu den Isolationseigenschaften, die je nach Antriebsriementyp unterschiedlich sind, stehen wir lhnen gern zur Verfigung.
O Wenn ein Antriebsriemen direkt mit Lebensmitteln in Kontakt kommt, ist ein Antriebsriemen zu verwenden, der dem in lhrem Land
geltenden Lebensmittelrecht entspricht. Bei Verwendung eines Antriebsriemens, der nicht dem geltenden Recht entspricht, kénnten
toxische Stoffe wie Ol vom Antriebsriemen auf die Lebensmittel tibertragen und so die Gesundheit der die Lebensmittel verzehrenden
Endverbraucher gefahrdet werden.
O Nehmen Sie an einem Antriebsriemen keine Veranderungen vor. Anderenfalls kann die Qualitat und Leistung leiden, und es besteht

Verletzungsgefahr.
Funktion & Leistung
ﬁ ich O Verwenden Sie einen Antriebsriemen nicht tber seine Belastbarkeit hinaus oder auBerhalb des im Katalog, in den
Vorsicht Konstruktionsunterlagen usw. angegebenen Einsatzspektrums. Der Antriebsriemen kénnte vorzeitig kaputtgehen, und es besteht
Verletzungsgefahr.

O Wenn Wasser, Ol, Chemikalien, Farbe, Staub usw. an einem Antriebsriemen oder einer Riemenscheibe kleben, kénnte dies die
Kraftibertragung beeintrachtigen und der Antriebsriemen kann schneller kaputtgehen. AuRerdem besteht Verletzungsgefahr.

O Ein synchroner Antriebsriemen (Zahnriemen) kann bei hoher Drehzahl ein lauteres Gerdusch machen. Wenn dies der Fall ist, sollten Sie
eine schallddmmende Abdeckung verwenden.

Lagerung & Transport

O Zur Vermeidung von Unféllen wie Kippen oder Fallen des Antriebsriemens verwenden Sie zum Lagern eines schweren Antriebsriemens
A Warnung eine geeignete Haltevorrichtung oder einen Stopper. Wenn ein schwerer Antriebsriemen kippt oder féllt, kénnten Sie zwischen
Antriebsriemen und Boden eingeklemmt werden und eine schwere oder gar todliche Verletzung erleiden.
A """""" g, | O Verwenden Sie zum Transportieren/Handhaben eines schweren Antriebsriemens oder einer schweren Riemenscheibe eine geeignete
Vorsicht Ausriistung. Anderenfalls kénnten Sie sich den Ricken verletzen.
O Belasten oder biegen Sie den Antriebsriemen bei Transport oder Lagerung nicht mit Gewalt. Anderenfalls wird der Antriebsriemen
beschéadigt oder zerkratzt, und es besteht Verletzungsgefahr.
O Lagern Sie den Antriebsriemen in einer Umgebung mit niedriger Feuchtigkeit und einer Temperatur zwischen -10 und +40 °C. Schitzen
Sie Antriebsriemen vor direkter Sonneneinstrahlung. Anderenfalls kénnte der Antriebsriemen schrumpfen oder sich I6sen, sodass es
schwierig sein kann, den Antriebsriemen ordnungsgemag in den vorgesehenen Abschnitt einzusetzen.

Montage & Betrieb

A Ach O Schitzen Sie rotierende Elemente, einschlieBlich Antriebsriemen oder Riemenscheibe, mit einer Schutzabdeckung. Anderenfalls kénnen

Cl tu“g sich Haare, Handschuhe und Kleidung im Antriebsriemen oder in der Riemenscheibe verfangen, und es besteht ein hohes Risiko fir eine
schwere oder gar tédliche Verletzung. Wenn ein Antriebsriemen reilt oder eine Riemenscheibe kaputtgeht, besteht hohe
Verletzungsgefahr durch herumfliegende Teile.

i " O Justieren Sie das System entsprechend der im betreffenden Katalog usw. vorgegebenen Parallelitatstoleranz und Mittenabweichung.

A VOI‘SICht Werden die Riemenscheiben nicht richtig eingestellt, kann der Antriebsriemen beschadigt werden und dadurch der Flansch kaputtgehen.

AuBerdem besteht Verletzungsgefahr.

Schneiden Sie einen Antriebsriemen nicht unter Spannung. Anderenfalls kann der Antriebsriemen ausreien, und es besteht

Verletzungsgefahr.

Achten Sie vor dem Einsatz darauf, dass der Antriebsriemen ordnungsgemag in die Rille der Riemenscheibe eingesetzt ist. Wird ein

Antriebsriemen nicht ordnungsgemaR eingesetzt, kann er vorzeitig kaputtgehen, und es besteht Verletzungsgefahr.

Antriebsriemen und Riemenscheibe kénnen nach dem Betrieb duRerst heiR sein. Lassen Sie sie ausreichend abkuhlen, bevor Sie sie

beriihren. Anderenfalls kénnen Sie sich verbrennen.

Spannen Sie den Antriebsriemen gemaR Vorgabe im betreffenden Katalog, in den Konstruktionsunterlagen usw. Eine falsche Spannung

kénnte den Antriebsriemen und die Welle beschadigen.

Treffen Sie beim Umristen der eingesetzten Riemenscheibe folgende Sicherheitsmanahmen:

1) Entfernen Sie Grat, und sorgen Sie fir den richtigen Winkel der Riemenscheibe.

2) Achten Sie auf die richtige MaRe nach dem Umristen.

3) Erhalten Sie die Festigkeit der Riemenscheibe nach dem Umristen.

Anderenfalls kénnte der Antriebsriemen oder die Riemenscheibe beschadigt werden, und es besteht Verletzungsgefahr.

O Bevor Sie den Flansch mit der Riemenscheibe montieren, achten Sie darauf, dass sich zwischen Riemenscheibe und Flansch keine
Fremdkorper befinden. Befestigen Sie den Flansch mit einem Stemmwerkzeug. Ein nicht richtig eingebauter Flansch kann sich lésen.

O O 0 0 o

Instandhaltung, Kontrolle & Austausch

O Treffen Sie bei Instandhaltung, Inspektion und/oder Auswechslung eines Antriebsriemens die folgenden SicherheitsmaRnahmen.
A Achtung Anderenfalls besteht ein hohes Risiko fir eine schwere oder gar tédliche Verletzung, wenn Sie sich im Antriebsriemen oder in der
Riemenscheibe verfangen.
1) Schalten Sie den Strom ab und warten, bis der Antriebsriemen und die Riemenscheibe vollstandig zum Stillstand gekommen sind.
2) Sichern Sie die Maschine so, dass sie sich beim Ausbauen des Antriebsriemens nicht bewegt.

A Vorsicht Antriebsriemen oder die Riemenscheibe kaputtgehen, und es besteht Verletzungsgefahr.
O Lockern Sie beim Auswechseln des Antriebsriemens die Spannung. Driicken oder ziehen Sie einen Antriebsriemen nicht iber den
Flansch. Verwenden Sie beim At hseln des Antriebsrit 1s keinen Schraubendreher oder andere spitze Gegensténde. Anderenfalls
kénnte der Antriebsriemen beschadigt werden.
O Bei Antrieben mit mehreren Antriebsriemen wechseln Sie stets alle Antriebsriemen gleichzeitig aus. Anderenfalls kann die Lebensdauer
der Antriebsriemen verkirzt werden, oder es besteht Verletzungsgefahr.

Umgang mit gebrauchten Teilen
@ Warnun O Verbrennen Sie einen Antriebsriemen nicht in einem geschlossenen Raum. Es kénnen gefahrliche Gase entstehen, und es besteht die

22 A Vorsicht Vergiftungsgefahr.
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MITSUBGSHI

THE INFORMATION CONTAINED IN THIS CATALOGUE IS FOR INFORMATIONAL PURPOSE ONLY.

IN NO EVENT SHALL MITSUBOSHI BE LIABLE FOR ANY INDIRECT, SPECIAL, PUNITIVE, INCIDENTAL OR CON-
SEQUENTAL DAMAGES OR LOST PROFITS, ARISING OUT OF OR RELATED TO MITSUBOSHI PRODUCTS NOR
FOR ANY DAMAGES ARISING DUE TO ANY USE OF MITSUBOSHI PRODUCTS NOT IN CONFORMANCE WITH
THE INSTRUCTION PROVIDED BY MITSUBOSHI IN THIS CATALOGUE. MITSUBOSHI SPECIFICALLY DISCLAIMS
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR PARTICULAR PURPOSE.

DIE DATEN IN DIESEM KATALOG SIND LEDIGLICH FUR INFORMATIONSZWECKE.

IN KEINEM FALL KANN MITSUBOSHI FUR INDIREKTE, DIREKTE, BESONDERE SCHADEN ODER FOLGE- ODER
NEBENSCHADEN HAFTBAR GEMACHT WERDEN, DIE SICH AUS ODER IN VERBINDUNG MIT MITSUBOSHI
PRODUKTEN ODER DIE SICH AUS DER VERWENDUNG VON MITSUBOSHI PRODUKTEN ERGIBT. AUCH FUR
SCHADEN, DIE NICHT DURCH FACHGERECHTE BENUTZUNG GEMASS DEN ANWEISUNGEN AUS DIESEM KA-
TALOG ERGEBEN, WIRD KEINE HAFTUNG SEITENS MITSUBOSI UBERNOMMEN, MITSUBOSHI LEHNT IM BE-
SONDEREN JEDWEDE GEWAHRLEISTUNGSANSPRUCHE BASIEREND AUF DEN INHALT DES KATALOGS AB.
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